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ATTACHMENT C-3
MUSTARD AGENT TREATMENT LEVEL ANALYTICAL RESULTS,
AND WASTE PROFILES FOR EDS PROCESS WASTES

. Analytical Results (Neutralent RCRA Waste Characterization and Mustard
Agent Treatment Level)

. Waste Profiles — EDS Process Wastes from Operations Conducted at Dover
Air Force Base in October 2012
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Case Narrative
Client: Shaw Environmental & Infrastructure, Inc TestAmerica Job [D: 180-15160-1
Project/Site; Dover AFB

Job ID: 180-15160-1
Laboratory: TestAmerica Pittsburgh

Narrative

Job Narrative
180-15160-1

Receipt
The samples were received on 10/6/2012 @ 9:00 AM; the samples arrived in good condition, properly preserved and onice. The
temperature of the cooler at receipt was 2.3° C.

Except:
A trip blank was submitted for analysis with these samples; however, it was not listed on the Chain ef Custody (COC).

The following samples were received at the laboratory without a sample collection date and time documented on the chain-of-custody:
NEVT LIQ 001 (180-15160-1), NEVT LIQ 002 (180-15160-2), NEVT LIGQ 003 (180-15160-3), NEVT LIQ 004 (180-15160-4), NEVT LIQ 005
(180-15160-5), NEVT LIQ 006 (180-15160-6), TRIP BLANK (180-15160-7). As a result, a sample collection date and time consistent with
the date and time written on the sample bottle was used.

GC/MS VOA
Method 8260B/DoD: The samples were diluted to bring the concentration of target analytes within the calibration range. Elevated
reporting limits (RLs) are provided

Method 8260B/DoD: The laboratory control sample dup (LCSD) for batch 51477 exceeded control limits for the following analytes: 1,2,4 &
1.2,3-trichlorobezenes. These analytes were biased high in the LCS and were not detected in the associated samples; therefore, the data
have been reported as per client and project manager.

Metals
Method 6010B/DOD: The following sample was diluted due to the presence of copper above the linear range which interferes with
aluminum, chromium and lead: NEVT LIQ 001 (180-15160-1). Elevated reporting limits (RLs) are provided.

Method 6010B/DOD: The following sample was diluted due to thallium below the negative reporting limit (RL): NEVT LIQ 001
(180-15160-1). Elevated reporting limits (RLs) are provided.

Method 6010B/DOD: The serial dilution performed for the following sample associated with batch 51180 was outside control limits for
nickel, selenium and antimony: NEVT LIQ 001 (180-15160-1)

Method 6010B/DOD: The interference check standard solution (ICSA) associated with the following samples showed results for strontium
and lithium at a level greater than 2 times the limit of detection (LOD). It is believed that the solution contains trace impurities of this these
elements and the results are not due to matrix interference. These results are consistent with those found by the manufacturer of the ICSA
solution: (ICSA 180-51262/9), NEVT LIQ 001 (180-15160-1)

Methads 7470A, 7470A/DCD: The following sample was diluted 10x prior to digestion due to the nature of the sample matrix: NEVT LIQ
001 (180-15160-1). Elevated reporting limits (RLs) are provided.

General Chemistry
No analytical or quality issues were noted
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Definitions/Glossary

Client: Shaw Environmental & Infrastructure, Inc TestAmerica Job |D: 180-15160-1
Project/Site; Dover AFB

Qualifiers

GC/MS VOA n
Qualifier Qualifier Description

] Undetected at the Limit of Detection.

J Estimated: The analyte was positively identified; the quantitation is an estimation

M Manual integrated compound.

J Estimated: The quantitation is an estimation due to discrepancies in meeting certain analyte-specific quality control criteria.
Q One or more quality control criteria failed.

Metals

Qualifier Qualifier Description

J Estimated: The analyte was positively identified; the quantitation is an estimation

u Undetected at the Limit of Detection.

General Chemistry

Qualifier Qualifier Description

HF Field parameter with a holding time of 15 minutes

Glossary

Abbreviation These commonly used abbreviations may or may not be present in this report.

ot Listed under the "D" column to designate that the result is reported on a dry weight basis
%R Percent Recovery

CNF Contains no Free Liquid

DL,RA RE, IN Indicates a Dilution, Reanalysis, Re-extraction, or additional Initial metals/anion analysis of the sample
EDL Estimated Detection Limit

EPA United States Environmental Protection Agency

MDL Method Detection Limit

ML Minimum Level (Dioxin)

ND Not detected at the reporting limit (or MDL or EDL if shown)

PQL Practical Quantitation Limit

Qc Quality Control

RL Reporting Limit

RPD Relative Percent Difference, a measure of the relative difference between two points
TEF Toxicity Equivalent Factor (Dioxin)

TEQ Toxicity Equivalent Quotient (Dioxin)
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Sample Summary
Client: Shaw Environmental & Infrastructure, Inc TestAmerica Job |D: 180-15160-1
Project/Site: Dover AFB

Lab Sample ID Client Sample ID Matrix Collected Received

180-15160-1 NEVT LIQ 001 Water 10/05/1215:30  10/06/12 09:00
180-15160-2 NEVT LIQ 002 Water 10/05/1215:30  10/06/12 09:00
180-15160-3 NEVT LIQ 003 Water 10/05/1215:30  10/06/12 09:00
180-15160-4 NEVT LIQ 004 Water 10/05/12 15:30  10/06/12 09:00
180-15160-7 TRIP BLANK Water 10/05/12 00:00 10/06/12 09:00
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Client: Shaw Environmental & Infrastructure, Inc
Project/Site: Dover AFB

Method
8260B/DoD
6010B/DOD
7470A/DOD
1010A
9040B

Method Description

Volatile Organic Compounds (GC/MS)

Metals (ICP)

Mercury (CVAA)

Ignitability, Pensky-Martens Closed Cup Method
pH

Protocol References:
SW846 = "Test Methods For Evaluating Solid Waste, Physical/Chemical Methods", Third Edition, November 1986 And Its Updates.

Laboratory References:

TAL PIT = TestAmerica Pittsburgh, 301 Alpha Drive, RIDC Park, Pittsburgh, PA 15238, TEL (412)963-7058

Method Summary
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TestAmerica Job ID: 180-15160-1

Protocol
SWa46
SW846
SWa46
SWa46
SWa46

Laboratory
TALPIT

TALPIT
TALPIT
TALPIT
TALPIT
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